
     

 

Technical data sheet 
 

ECO RA-42 
 
ECO RA-42 is a concentrate release agent specially meant to minimize 
demoulding time for polyurethane shoe sole system. 

 

Typical properties. 
     
 
Appearance  :   Clear transparent 
 
Density  :   0.94 ± 0.05 
 
Flash Point  :   -260C 
 
Storage Stability   :    9 months in cool dry place 
 
 
Salient features. 
 

� ECO RA-42    provides excellent gloss level and surface finish quality. 
 

� ECO RA-42    is to be diluted with Reducer H to 1:8 and then applied. 
 

� ECO RA-42 gives outstanding skin finish. 
 

�  It is spray applied only. 
 
 
 
 Flammability  : Flammable  
 
 Handling & Storage : careful storage required as it contains  
      solvent. Keep away for direct   
      heat/electricity. Close container tightly  
      after every use 
 
 Storage stability   : At least 180 days in cool dry place. 
 
 
 
 
 
 

(without warranty) 

 
 
 
For more details please contact: 

Dhupar Chemicals Pvt. Ltd. Dhupar Chemicals Pvt. Ltd. Dhupar Chemicals Pvt. Ltd. Dhupar Chemicals Pvt. Ltd.     
7/82, Tilak Nagar, Kanpur-208002 (India)   
Tel: +91-512-2526558,2542795,2557874 
E-mail: dhupar@dhuparchemicals.co.in 
Web Site: www.dhuparchemicals.co.in  


